
FIG.1 




FIG.2 



© 



202 

:: C 

RECEIVE ACCELEROMETER 
SIGNALS WHILE STIMULATION 
IS APPLIED DURING A 
CARDIAC CYCLE 



204 



CALCULATE THE DIFFERENCE 
BETWEEN ACCELEROMETER 
SIGNALS 



206 



STORE THE DIFFERENCE 
FOR THE CARDIAC CYCLE 



0 

FIG.4 



AMPLITUDE 



Ai- 



A 2 4 

o- 



1 



t -*■ 



1st LOCATION 



/k 



* FIG.5 




214 



_Z1 



MAINTAIN 
CURRENT 
STIMULATION 
PARAMETER 
VALUE 



2nd LOCATION 



216 



SET N = 0, 
K = 0 



-0 



224 



COMPARE DIFFERENCE 
OF CURRENT CARDIAC 
CYCLE TO 
DIFFERENCE FOR 
PREVIOUS CYCLE 



ALTER STIMULATION 
PARAMETER VALUE 
BY ONE UNIT IN 
APPROPRIATE 
DIRECTION 




232 



© 



ALTER STIMULATION 
PARAMETER VALUE 
BY 1/2 PREVIOUS A 
IN APPROPRIATE 
DIRECTION 



FIG.6 



